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Projector list:
Panasonic PT-DZ21K, (DLP)

Native resolution : 1920x1200
Brightness: 20 000 Lumeni
Aspect: 16:10

Panasonic PT-DS20K, (DLP)
Native resolution : 1400x1050
Brightness: 20 000 Lumeni
Aspect: 4:3

Christie D20WU-HS, (1DLP, Laser diode)
Native resolution : 1920x1200
Brightness: 18 500 Lumeni
Aspect: 16:10

Sanyo XF-47 (2pcs), (LCD)
Native resolution : 1024x768
Brightness: 15 000 Lumeni
Aspect: 4:3

Lenses list:
For Panasonic projectors:

Short zoom ET-D75LE6 0.9-1.1:1 (16:10), 1.2-1.47:1 (4:3)
Standart zoom ET-D75LE20 1.7-2.4:1 (16:10), 2.26-3.2 (4:3)

For Christie projectors:
Short zoom 140-115108-XX 1.02-1.36:1
Short zoom 140-110103-XX 1.5-2:1

For Sanyo projectors:
Short fixed LNS-W03 0.8:1
Short zoom LNS-W04 1.5-2:1
Standart zoom LNS-S02Z 2-2.6:1
Long zoom LNS-T02 4.6-6:1

Playback devices list:
Macbook pro 15.6" (OS X 10.8)

Intel Core i7 2.6 GHz
8GB 1600 MHz DDR3 Ram
Nvidia GeForce GT650M 1024MB
Playback software: Modul8 V2.6.5

Media server (Windows 7) (2pcs)
INTEL Core I7-4790K 4GHz
16GB 1600MHz DDR3 Ram
Nvidia GeForce GTX970 4Gb
Blackmagic Intensity Pro video capture card
HDD, SDD drives
LTC Timecode in/out (for one PC only)
DMX in/out  (for one PC only)
Playback software: Pandoras Box Player Pro 5 and 6

Media server (Windows 7) (1pcs)
INTEL Core I7-4790K 4GHz
32GB 1600MHz DDR3 Ram
Nvidia Quadro P4000 8Gb
Blackmagic Intensity Pro video capture card
HDD, SDD drives



Playback software: Pandoras Box Player Pro 5 and 6
Media server (Windows 10) (2pcs)

INTEL Core I7-4790K 3.6GHz
32GB 2400MHz DDR3 Ram
Nvidia GeForce RTX2080 8Gb
Blackmagic Intensity Pro video capture card
HDD, SDD drives
Playback software: Pandoras Box Player Pro 5 and 6

Video camera list
Black Magic Design PC 4K (1pcs)

Interchangeable lenses - 18-35, 50, 70-200
4K resolution
HDMI Output

Panasonic HC-X2000 (1pcs)
32x Optical zoom
4K resolution
SDI Output
HDMI Output

Canon XL2 (1pcs)
20x Optical zoom
SD resolution
Coaxial Output

Canon LEGRIA HF R78 (3pcs)
32x Optical zoom
HD resolution
HDMI output

GoPro Hero 5 (1pcs)
HD resolution
HDMI output

LED screen, indoor use.
Pixel pitch - 4mm
Panel qt. - 15
Panel size 500mm x 500mm
Misc.
LAN from FOH to stage (multiple locations)
Various length of 3G-SDI cables (up to 80m)
Various length of VGA cables (up to 50m)
Various length of DVI cables (up to 70m, depending on usable video resolution)
Wireless HDMI RX TX system up to 50m (1pcs)
SDI Distributors
SDI to HDMI bi-directional converters
SDI-HDMI cross converters
DVI splitter
VGA splitters,
ATEM Production Studio 4K
Nanlite Tube lights 60cm for video (2pcs)
Soft-Box lights for video (3pcs)
Blue screen – Garriets 11m x 5m
Sharp Led TV (HD) 60"
Philips LED TV (HD-Ready) 32'' (3pcs)


